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Clear PVC non-reinforced tubing
Crystal Clear PVC

Non-marking

Constructed with non-toxic compounds
Self extinguishing

Temperature range -10F to 125F
Silicon free

ITEM COIL PRESSURE

CODE ID (0])) LENGTH RATING QUANTITY
STANDARD Inches Inches Feet PSI 7T0F Coil/Skid
CT0204100-48S 1/8 Ya 1000 40 48
CT0406650-48S Y 3/8 650 40 48
CT0407650-408 Ya 7/16 650 40 40
CT0610300-408 3/8 5/8 300 40 40
CT0510400-408 3/8 9/16 400 40 40
CT0600400-40S 3/8 11-16 400 40 40
CT1216150-408 Y 1 150 40 44

SHUR-GRIP REPLACEMENT FOR CLEAR APPLICATION

ITEM COIL WORKING VYACUUM
CODE ID oD LENGTH | PRESSURE RATING QUANTITY
NEU-GEN® Inches Inches Feet PSI 70F In/Hg 70f Coil/Skid
SGNG1105100-608 Ya 1.025 100 100 28 60
SMOOTH
SGNG1306100-60S tA 1.025 100 100 28 60
BARBED

DISCLAIMER The information herein is to assist customers in determining whether our products are suitable for all their applications. Our products are intended for sale to industrial
and commercial customers. We request that customers inspect and test our products before use and satisfy themselves as to contents and suitability. We warrant that our products will
meet our written specifications. Nothing herein shall constitute any other warranty express or implied, including any warranty or merchantability for fitness, nor is protection from any
law or patent to be inferred. All patent rights are reserved. The exclusive remedy for all proven claims is replacement of our material and in no event shall we be liable for special,
incidental or consequential damages. Please refer to the Full warranty for further information.

TekTube
2925 State Road, Croydon, PA 19021  (215) 781-1700 Fax (215) 781-3295 1/09/09
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SHUR-GRIP PLUMBING
Specifically developed for OEM spa manufacturers by TekTube
FDA non-toxic formulation in compliance with IAPMO TSC 31-90
Inside diameter tolerance +/- .006™
Better bend radius than clear tubing or braided hose
Manufactured from high quality virgin PVC compound
Temperature range -10F to 125F
No clamps required (recommended)
Flexible PVC wall and cover for ease of use
Color: clear/white; custom colors upon request
No kinking or ovaling to restrict water flow
A true schedule 40 rigid PVC spiral resists crushing and impact
5- year warranty against defect and workmanship e
Recommended glue: Spa Tite (United Elchem) and Color Track (United Elchem)
Flexible for easy handling and installation
Less fittings required compared with PVC pipe

THETTITTOI Y e

ITEM TRADE COIL WORKING | VACUUM
CODE SIZE oD LENGTH | PRESSURE | RATING QUANTITY
NEU-GEN® Inches Inches Feet PSI 70F In/Hg 70F Coil/Skid
SGNGI1105100-608 3/4 1.025 100 100 28 60
SMOOTH
SGNG1306100-60S Ya 1.025 100 100 28 60
BARBED
SGNG150050-20S 1-1/2 1.91 50 100 28 20
SGNG200050-158 2 2.375 50 100 28 15
STANDARD
$G0904100-60S 3/4 1.025 100 100 28 60
SG23850-168 2-3/8 2.750 50 100 28 16
Aquabraid
Clear PVC food grade materials formulated to meet FDA requirements
Constructed with non-toxic compounds
Silicon free - Non marking
Reinforced with textile spiral wound Polyester yarn
Crystal clear PVC compound
Temperature range -10F to 150F - Self extinguishing
ITEM COIL WORKING
CODE ID oD LENGTH | PRESSURE | QUANTITY
Inches Inches Feet PSI 70F Coil/Skid
TTG-B025 1/4 468 300 250 IND COIL
TTG-B038 3/8 625 300 250 IND COIL
TTG-B100 1 1.300 100 125 IND COIL
TTG-B150 1- % 1.90 50 100 IND COIL

DISCLAIMER The information herein is to assist customers in determining whether our products are suitable for all their applications. Our products are intended for sale to
industrial and commercial customers. We request that customers inspect and test our products before use and satisfy themselves as to contents and suitability. We warrant that our
products will meet our written specifications. Nothing herein shall constitute any other warranty express or implied, mcludmg any warranty or merchantability for fitness, nor is
protection from any law or patent to be inferred. All patent rights are reserved. The exclusive remedy for all proven claims 1s replacement of our material and in no event shall we
be liable for special, incidental or consequential damages. Please refer to the Full warranty for further information.

TekTube

2925 State Road, Croydon, PA 19021  (215) 781-1700 Fax (215) 781-3295 1-24-09
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For spas, hot tubs, swimming pools & waterscapes above and below ground installations
Recommended glue: Spa Tite (United Elchem) and Color Track (United Elchem)

Less fittings required compared with PVC pipe

Outside diameter tolerance +/- .006”

Flexible PVC wall and cover for ease of use

Temperature range -10F to 125F

Colors: white

A true schedule 40 rigid PVC spiral resists crushing and impact

FDA non-toxic formulation

Manufactured from ROSCOM INC. high quality virgin PVC compound

Flexible for easy handling and installation 5 year warranty against defect and workmanship

ITEM TRADE COIL PRESSURE| VACUUM
CODE SIZE oD LENGTH RATING RATING
NEU-GEN ® Inches Inches Feet PSI 70F In/Hg 70F
SPA HOSE

SFNG050100-728 Ya .840 100 100 28 72
SFNG075100-608 Ya 105 100 200 28 60
SFNG100050-608 1 E3L5 50 200 28 60
SFNG150050-208 1-1/2 1.91 50 200 28 20
SFNG200050-158 2 2.378 50 200 28 15
SFNG250050-158 2-1/2 2.875 50 200 28 15
SENG300050- 8S 3 350 50 200 28 8
STANDARD
SF08040100-72S Ya .840 100 100 28 72
SF1050100-608 Ya 105 100 100 28 60
SF131550-60S 1 1.315 50 100 28 60
SF191050-208 1-1/2 1.91 50 100 28 20
SF237550-18S 2 2.378 50 100 28 18
SF25050-158 2-1/2 2.875 20 100 28 15
SF35050-8S 3 3.50 50 100 28 8
DISCLAIMER

The information herein is to assist customers in determining whether our products are suitable for all their applications. Our products are intended for sale to industrial and commercial
customers. We request that customers inspect and test our products before use and satisfy themselves as to contents and suitability. We warrant that our products will meet our written
specifications. Nothing herein shall constitute any pther warranty express or implied, including any warranty or merchantability for fitness, nor is protection from any law or patent to be
inferred. All patent rights are reserved. The exclusive remedy for all proven claims is replacement of our material and in no event shall we be liable for special, incidental or consequential
damages. Please refer to the Full warranty for further information.

TekTube
2925 State Road, Croydon, PA 19021 (215) 781-1700 Fax (215) 781-3295 2/17/09




TEKTUBE GROUP LLC TECHNICAL DATA SHEET

For spas, hot tubs, swimming pools & waterscapes above and below ground installations
Recommended glue: Spa Tite (United Elchem) and Color Track (United Elchem)

Less fittings required compared with PVC pipe

Outside diameter tolerance +/- .006™

Flexible PVC wall and cover for ease of use

Temperature range -10F to 125F

Colors: white

A true schedule 40 rigid PVC spiral resists crushing and impact

FDA non-toxic formulation

Manufactured from ROSCOM INC. the highest quality PVC compound

Flexible for easy handling and installation 5-year warranty against defect and workmanship

ITEM TRADE COIL PRESSURE| VACUUM B
CODE SIZE oD LENGTH RATING RATING QUANTIY
NEU-GEN ® Inches Inches Feet PSI 70F In/Hg 70F Coil/Skid

PFNGO050100-72S Y .840 100 100 28 72
PFNG075100-60S Y .105 100 200 28 60
PFNG100050-60S 1 1.315 50 200 28 60
PFNG100100-28S 1 1.315 100 200 28 28
PFNG150050-20S 1-172 1.91 50 200 28 20
PFNG150100-108 1-1/2 1.91 100 200 28 10
PFNG200050-158 2 2.378 50 200 28 15
PFNG200100- 95 2 2.378 100 200 28 9
PFNG250050-15S8 2-172 2.875 50 200 28 15
PFNG300050- 8S 3 3.50 50 200 28 8
STANDARD
PF08040100-72S Y .840 100 100 28 72
PF1050100-60S Y 105 100 100 28 60
PF131550-60S 1 1.315 50 100 28 60
PF1315100-28S 1 1.315 100 100 28 28
PF191050-208 1-1/2 1.91 50 100 28 20
PF1910100-108 1-1/2 1.91 100 100 28 10
PF237550-18S 2 2.378 50 100 28 18
PF2375100-9S 2 2.378 100 100 28 9
PF25050-158 2-1/2 2.875 50 100 28 15
PF35050-8S 3 3.50 50 100 28 8
DISCLAIMER

The information herem is to assist customers in determining whether our products are suitable for all their applications. Our products are intended for sale to industrial and commercial
customers. We request that customers inspect and test our products before use and satisfy themselves as to contents and suitability. We warrant that our products will meet our written
specifications. Nothing herein shall constitute any other warranty express or implied, including any warranty or merchantability for fitness, nor is protection from any law or patent to be
inferred. All patent rights are reserved. The exclusive remedy for all proven claims is replacement of our material and in no event shall we be liable for special, incidental or
consequential damages. Please refer to the Full warranty for further information.

TekTube
2925 State Road, Croydon, PA 19021 (215) 781-1700 Fax (215) 781-3295 2/17/09







